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The 1001/4 is a rope layer suitable for production of 3 and 4 strands ropes 

from Ø10mm up to Ø30mm diameter both using synthetic and natural fiber.

The machine design is a SIMA mechanical basic concept with two AC motors 

one for easy change of pre-twist factor from control panel, one driving the 

hydraulic take up unit.

The strength point of the 1001/4 SIMA rope layer is the high speed of the 

unit together with take up capability of for more than 190Kg of PP rope 

allowing perfect performances for all the range of ropes processed

The machine cover is complete of air recirculation system, guarantee high 

safety condition (injury and noise) and smooth operation and maintenance 

thanks to large access doors.

The main features of the unit are:

. Easy to operate due to the simple settings (both mechanical and electronic) 

and operation area

. Easy to maintenance due to the space available and simple/reliable 

mechanical solution

. Best use of consumed energy with two AC motor + inverter system and 

precision in mechanical design

. High level of safety system during both operation and maintenance

. User friendly HMI technology and process control devices for best

product/production condition

. High capacity both in pre-twisting up to 22 (dim. Ø10½” X h.12”) bobbins 

per strand and take up section almost 500mt. never ending rope for a 

production of 1.200Kg/h

. Superior quality rope construction for all rope dimension at high speed 

through the continuous control of the 2x1 twisting/winding tension

ROPE LAYER 1001/4 - Ø10MM ÷ Ø30MM 

TECHNICAL DATA

Rope range	
Lay direction

Rope diameter (mm)
10
16
24
30

Rope diameter (mm)
10
12
14
16
18
20
22
24
26
28
30

Lenght
Width
Height
Weight

Take up
Speed
Drum size
Take up capacity
Motor power in A.C.
Lay-lenght

Feeding Capacity
1001/3
1001/4

Feeding Section
Speed

Material: Polypropylene - Rope Making Coefficient: 4

10 ÷ 30 mm Ø
S and Z

Take - up capacity (mt)
4.351
1.700
755
483

Take-up RPM
400
380
360
340
320
300
280
260
240
220
200

11.000 mm
2.400 mm
2.100 mm
8.500 kg

max 400 RPM
Ø 900x200xh560
P.P. kgs 196
kW 22+22
20,58-133,61mm

n° 22x3 = 66 spools
n° 22x4 = 88 spools
of Ø 10” ½ x 12”h

1.000 RPM

Theoretycal Production Kg/h
86,4
142,2
217,7
300,2
409,1
518,4
650,4
778,7
913,5
1.049,60
1.166,40




